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The Fairview Microwave FMSC10-06304 is a TRB jack RFI cap with a 3-lug bayonet 
coupling design and a 3-inch stainless steel lanyard. The TRB jack RFI cap has a 
robust design and is easy to use. 

The FMSC10-06304 RFI cap will keep your sensitive electronics protected from 
dust and other FOD. This TRB jack RFI cap is included .439-.443-inch d-ring to 
secure the cap in your assembly. The TRB jack RFI cap is suitable for applications 
such as aircraft avionics, test labs, the military/aero avionics market, and the 
avionics test market.

Fairview Microwave has one of the largest in-stock selections of TRB jack RFI caps 
with same-day shipment. Make your online purchase right now to take advantage 
of our same-day shipping. For further information on similar products, our expert 
technical support and knowledgeable sales team can help you get the perfect TRB 
jack RFI cap for your requirements.

Mechanical Specifications
Configuration
Connector 
Chain Option 3 in  Chain
.

Mating Cycles 500 Cycles

                                                                                           .
 Description Material Plating 

Body Brass Nickel    

Coupling Nut Brass Nickel 

Gasket Silicone  

Chain Stainless Steel  
  Nylon Jacket    

Rivet Brass Nickel    

                                                                                       

Size
Length 0.8 in [20.32 mm]
Width 0.56 in [14.22 mm]
Height 0.56 in [14.22 mm]
.

Weight 0.019 lbs [8.62 g]

FMSC10-06304
DATA SHEET

3-slot TRB RFI Dust Cap 3.0” Brass chain

Fairview Microwave
301 Leora Ln., Suite 100
Lewisville, TX 75056
Tel: 1-800-715-4396 / (972) 649-6678 
Fax: (972) 649-6689
www.fairviewmicrowave.com
sales@fairviewmicrowave.com

Features:
• Protects against dust 

and contaminants
• Protects against physical damage
• Nickel Plated Body
• Chain Included

Applications:
• General Purpose Laboratory Use
• Test and Measurement

http://www.pasternack.com/bnc-male-standard-rg58-pe-c195-lmr-195-connector-pe4016-p.aspx
http://www.pasternack.com/bnc-male-standard-rg58-pe-c195-lmr-195-connector-pe4016-p.aspx


301 Leora Ln., Suite 100, Lewisville, TX 75056 | Tel: 1-800-715-4396 / (972) 649-6678 / Fax: (972) 649-6689

Environmental Specifications
Temperature
Operating Range -65 to +165 deg C

Compliance Certifications (see product page for current document) 

Plotted and Other Data
Notes: 

3-slot TRB RFI Dust Cap 3.0” Brass chain from Fairview Microwave is in-stock and available to ship same-day. All of our 
RF/microwave products are available off-the-shelf from our ISO 9001:2008 certified facilities in Lewisville, Texas. Fairview 
Microwave is RF on-demand.

For additional information on this product, please click the following link: 3-slot TRB RFI Dust Cap 3.0” Brass chain FMSC10-
06304

URL: 
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